






Kirkland Parkplace Master Plan  and Design Guidelines MP-13FINAL
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C.1 Service Alley/Park Promenade
C.2 Service Alley /Main Street Connection

C.1 SERVICE ALLEY/PARK PROMENADE TYPICAL SECTION 

11. STREET CLASSIFICATION

C.2

4’ min
planting

10’ min
drive lane

10’ min
drive lane

6’ min
sidewalk

43’ minimum street width

7’ min
parking

6’ min
sidewalk

C.2 SERVICE ALLEY/MAIN STREET CONNECTION TYPICAL SECTION

4’ min
planting

4’  min
planting

11’ min
drive lane

11’ min
drive lane

8’ min
sidewalk

8’ min
sidewalk

53’ minimum street width

C.1

Street classifi cations are meant to be typical 
sections of the roadway. Slight variations may 
be necessary to accommodate driveways, 
varied landscaping techniques, street furniture, 
structural constraints, etc.

7’ min
parking

section

section

ATTACHMENT 2
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C.3 Main Street/C.2 Connection (ped only)
C.4 Central Way Mid-Block Connection

11. STREET CLASSIFICATION

C.4

4’ min
planting

14’ min
pedestrian path

6’ min
storefront 

area

C.3 MAIN STREET/C.2 CONNECTION 
(PED ONLY) TYPICAL SECTION

C.4 CENTRAL WAY MID-BLOCK CONNECTION TYPICAL 
SECTION*

8’ min
sidewalk

8’ min
drop off

11’ min
drive lane

11’ min
drive lane

8’ min
drop off

8’ min
sidewalk

54’ minimum mid-block access width
C.3

Street classifi cations are meant to be typical 
sections of the roadway. Slight variations may 
be necessary to accommodate driveways, 
varied landscaping techniques, street furniture, 
structural constraints, etc.

* The connection to Central Way will be a right in, right out per City of 
Kirkland street standards CK-R.22)

drive lane

drive lane

drop offdrop off

sidewalk

sidewalk

24’ minimum

8’ min

8’ min11’ min
11’ min

8’ min

8’ min

section

section

C.4 CENTRAL WAY MID-BLOCK 
CONNECTION SCHEMATIC PLAN

ATTACHMENT 2




